
ISM-250-R from MBK Maschinenbau GmbH is a machine for the 
production of wire cages for the reinforced manholes and concrete 
pipes:

Roundw straight cages 
Roundw cage with bell

Specifications

Diamewter of cage   : 330 mm-2500 mm 
Lengthw of cage        : 3000mm (Max.)
Numbewr of longitudinal     : 18
Spacinwg of wrap wire   : 20-200 mm
Diamewter of longitudinal    : 4-10 mm (4-8 mm for Bell type)
Diamewter of wrap wire       : 4-12 mm
Weldinwg capacity     : 80 kva

Characteristics
More rewliability and long life span due to stable construction

High fwlexibility 
Closeswt possible production tolerance for precise and straight cages; compatibility 

with every standard
Rapid wchain controlled diameter adjustment (hydraulic, low-maintenance) 
Holdinwg tray for longitudinals (load weight upto 1 ton) 
Windinwg wire decoiler without cut-off ramp (fixed) 
Simplew winding wire guide up to welding roller 
Water wre- cooling system with closed circuit cooling (only necessary to fill once) 
Safetyw light barrier system separated for feeding and cage removal side 
Securiwty fence on the left / right side as well as at the central division area 
Ambiewnt conditions standard +5 up to +40°C 
Controwl of the machine with limit switches and PLC, safety with secure input / 

output in dual channel (double redundancy)
Techniwcal execution of the machine according to CE Conformity
No fouwndation required
Only owne operator required

Cage Welding Machine : MBK ISM - 250

Cages of 2500mm length per hour

Faster way to make quality cage
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Typical Plant Layout

Guaranteed Solutions 
for Manufacturing 
Concrete Pipes, 
Manholes, Box Culverts
& U Drains
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Precast�Pipe�Making�Machinery�
(CAP�Series)

Apollo HawkeyePedershaab Concrete Technologies Pvt. Ltd.  
[an Apollo Inffratech Group company]

Ahmedabad-Mehsana State Highway, 
Village: Rajpur - 382 715, Dist: Mehsana, Gujarat, India 
Ph : +91-90990 86697
sales@ahct.in | www.ahct.in 

www.ahct.in

AHCT offers equipment from the world’s leading concrete pipe machine manufacturers, HawkeyePedershaab and BFS, 

providing concrete pipe making machines that offer versatility, high output, automation and, of course, top quality.

Lifting & Turning Yokes allows to lift, transport and tilt 
cured concrete pipes.

Model : LT-1400
Outer pipe diameter  : 700mm to 2500mm
Max. pipe weight   : 14 Ton

Model : LT-2500
Outer pipe diameter  : 1400mm to 4216mm
Max. pipe weight   : 25 Ton

Pipe Lifting & Turning Yokes

Pipe Master : Concrete Pipe Unloader

Model : 3100
It can unload pipe as small as 300mm diameter or 82 kg; and pipe up to 
2000mm diameter or 4990 kg. It can unload such pipe sizes as 1500mm x 
2.5m, 1800mm x 1.8m, and 2000mm x 1.2m within the weight limit.

Model : 3206
It can unload pipe weighing as little as 227 kg and pipe up to 2400mm 
diameter or 9344 kg. It can unload such pipe sizes as 2000mm x 2.5m, and 
2400mm x 1.8m within the weight limit.

The Pipemaster Pipe Unloader is an efficient, safer, and dependable way to 
unload concrete pipe. 
This concrete pipe unloading equipment has a smooth hydraulic action that 
virtually eliminates pipe breakage. 
Pipe can be unloaded almost as fast as they can be rolled off the truck. 
And it's economical.
The Pipemaster is completely self-contained and requires no external power 
source. 
Its rugged construction makes for years of trouble-free pipe unloading.

Supplemental Safety Barrier
New 50% Wider Forks
New Manifold Technology
Increased Oil Capacity
Visual Oil Gauge

Fast and dependable way to unload concrete pipe with 
smooth hydraulic action.

Standard Features
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Pipe Mould

Moulds

Manhole/Cone Mould Box Mould

Accessories 

Pallet & Header (Box / U Drain)Set Rings (Pipe)Pallet (Pipe)
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UNIT CAP 360 Double Station 
Machine Layout

Apollo HawkeyePedershaab
Concrete Pipe Making Machines: 
CAP 150, CAP 200, 
CAP 250 & CAP 360

 Model Circular Pipes Box Culverts/  Max Product
    Manhole Cones  Length 
 CAP 150 300-1500 300-1200 2500
 CAP 200 300-2000 300-1500 2500
 CAP 250 300-2500 300-2000 2500
 CAP 360 600-3600 600-3000 2500

Dimensions (mm)

CAP 250/360

® 

TM

CAP 150/200

 Diameter mm Reinforced pipe  Manhole riser Manhole riser  Box Culverts/U Drains 
  Length=2500mm Height=1200mm Height=600mm Length=2000mm
  Pipe/hour Units/hour Units/hour Units/hour 
 300    7 - - 4
 600    7 11 16 4
 900    7 9 16 3.5
 1200  5 8 14 3
 1500  4.5 7 12 2.5
 1800  4 6.5 10 2.2
 2000 3.5 5.5 8 1.9
 2500 2.5 4 5 1.5
 3000 1.4 2 3 1.2
 3600 0.9 1.5 2 -

The production capabilities are theoretically calculated and may vary depending on the concrete mix, crane speed and machine operation. 

Standard Features (in CAP 250/360) 
Electrically driven, synchronized VIHY core vibration 
system with oil-lubricated bearings.
Frequency controlled vibrator speeds.
Concrete feeder with belt distributor for direct filling.
Hydraulically operated pressing/rocking device for 
forming spigots, with mechanical pipe length control.
Hydraulic power pack to drive the pressing/rocking 
device and any given hydraulic features on the machine.
Mechanical elevation system to accommodate different 
product lengths.
Stationary Panel with PLC control system and digital 
display.
Pit cover plates incl. stairway to the pit for easy access to 
the machine and the mould.
Laser fine filling control with concrete distribution belt 
Safety system for compliance with EU standard 
requirements.
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Vertical vibrated 
 casting technology

CAP series machines from Apollo HawkeyePedershaab 
are dry cast machine for manufacturing almost any type 
of high quality concrete products:
       Reinforced and non-reinforced pipes
      Circular and non-circular pipes with a “bell” or in-wall 
joint
Lined pipe with PE, HDPE, PVC or GRP
Jacking pipes
Box culverts 
U Drains
Manhole risers
Cones

Single and Twin Station Capability
A second production station can be installed initially or 
added in the future. Second station permits two different 
product sizes to be produced at-a-time and virtually 
doubles machine output. 

Standard Features (in CAP 150/200)
wCompaction by synchronized core vibration
wFrequency controlled vibration speed
wConcrete feeding by radial feeder with rotating chute
wHydraulic pressing/rocking function
wDemoulding by overhead crane
wPowered pivot for press arm and concrete feeder
wStationary Panel with PLC control system and digital 
display.

Optional Features 
The CAP machines can be supplied with a number of 
add-on features to make operations and handling even 
easier and improve production in general. 
These include:

wTop ring (header) system
wLifting hole equipment
wPneumatic equipment for casting of lined pipe
wPneumatic pallet locking
wDouble casting stations
w3 Meter length 
wQuick relocated platform / pit cover
wDirect cast-in pin holes for step holes or inserts 
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